Balston Steam Filters

for Sterilizers

Reduce sterilizer maintenance, solve instrument staining and wet packs

How the Balston Steam Filter works

The 23/75R Steam Filter contains a patented Microfibre filter
cartridge in a rugged stainless steel housing designed especially
for steam service. Included as standard items with the 23R Steam
Filter are a stainless steel condensate drain and a high quality
bleeder valve.

Steam enters the housing and moves into an expansion chamber,
where much of the condensate is removed from the steam by the
abrupt change in flow direction and velocity. The steam then flows
through the Grade R Microfibre filter cartridge. Water draining
from the filter cartridges and expansion chamber is removed from
the housing by the automatic condensate drain.

The Grade R Microfibre filter cartridge combines sturdy
construction with remarkably efficient filtration of solid particles
and liquid droplets. The cartridge is rated at 98+% at 0.1 micron.
Solid particles remain trapped in the depth of the filter cartridge
and water drips from the filter cartridge to the automatic drain.
The Microfibre filter cartridge is constructed from chemically inert
borosilicate glass fibres and fluorocarbon resin binder. The filter
cartridge is completely free of impurities which could extract into
the steam.

The Balston 23/75R Steam Filter is recommended for use on 3/4"
and 1" steam lines (line sizes for the vast majority of hospital
sterilizers). Please consult our technical support department for
recommendations on filters for larger steam lines. Use only
products designed specifically for steam filtration in steam
installations.

Type 23/75R

: Balston Steam Filter Benefits

a Eliminates instrument staining, spotting and rusting caused by wet
or dirty steam.

Ao Wrapped articles emerge from the sterilizer cycle drier and cleaner.

4 Reduced contamination of sterilizer interiors. Expensive and time
consuming cleaning is significantly reduced or eliminated.

Ao Reduced maintenance of sterilizer steam control valves, door seals,
and other rubber materials in the sterilizer.

Principal Specifications

Port Filter Cartridge Materials of Construction Maximum Steam Shipping
Type Size Designation Head Bowl Internals Seals Pressure Weight
23/75R 1"BSPP® 200-75-R @ 304SS 304SS 304SS EPR 5.5 barg 11kg

Ordering Information

Type Automatic Drain No. Filter Cartridges Required Replacement Filter Cartridges (box of 15)
23/75R Included 1 200-75-R
Notes:

1 The 1" port size can be installed in a 3/4" line by using the appropriate reducing
bushings.

2 Each filter is supplied with one filter cartridge installed. Replacement filter
cartridges are sold in boxes of 15. To order, use complete size and grade
designation; for example 200-75-R.
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